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Copyright Notice
Copyright Incorporated 2008. All rights reserved.

Disclaimer

Incorporated shall not be liable for technical or editorial errors or omissions contained
herein; nor for incidental or consequential damages resulting from furnishing this
material, or the performance or use of this product.

Incorporated reserves the right to change product specifications without notice.
Information in this document may change without notice.

Trademarks

Microsoft, Windows XP and VISTA are registered trademarks of the Microsoft
Corporation. All other brand and product names mentioned herein may be registered
trademarks of their respective owners.

Customers should ensure that their use of this product does not infringe upon any
patent rights. Trademarks mentioned in this publication are sued for identification
purposes only and are properties of their respective companies.
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Introduction

The revolutionary EST USB Server utilizes technology that streamlines and enhances
functionalities between USB devices and multiple PCs. Current solutions from other
companies provide minimum functionalities at high costs. They use significant amounts
of resources and effort to achieve the required features, whereas the EST USB Server
utilizes significantly less resources for more features. Most solutions allow printer-only
peripheral devices. However, EST USB Server allows you to use a multifunction combo
device, such as a printer-scanner or printer-fax all-in-one! Another added benefit is that
you can connect multiple printers/scanners/faxes to the EST USB Server through a
USB Hub. These are just some of the features that make our product one of the
standards today. The USB Server application provides a user friendly interface between
you and the EST USB Server, enabling you to monitor, manage and use the convenient

and powerful functions provided by EST USB Server.

Features

e Centralized remote EST USB Server Management
e Centralized remote EST USB Server Status Monitoring
e Centralized remote USB Device Management

e Centralized remote USB Device Status Monitoring
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Installation

Windows Vista
1. To start the installation, please double click on the installer:

2. VISTA UAC will prompt you to continue with the installation, please select Allow:
' User Account Control

L

@ An unidentified program wants access to your computer
Don't run the program unless you know where it's from or you've used it
before.

I f Rally_USB_Server_Setup VISTA_08_0305_1019.exe
Unidentified Publisher

2+ Cancel

I don't know where this program is from or what it's for,

<+ Allow

I trust this program. I know where it's from or I've used it before.

(™ Details

User Account Control helps stop unauthorized changes to your computer.

3. Select the installation language and click on OK:
Choose Setup Language (5]

g Select the language for thiz installation from the choices below.
"

| English (United States] -

Cancel ]

)

| oK
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4. During the driver installation, VISTA will prompt you about the installation of an
unsigned driver, please click on Install this driver software anyway:

TESET: prei
LOG Event: P 3 3
< Don't install this driver software
You should check your manufacturer's website for updated driver software
for your device,

< Install this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
infarmation.

(w) See details

5. Then the driver gets installed automatically and you will be prompted by the installer that
__the installation has completed. Please click on Finish:
RallyUSBServer - InstallShield Wizard

Installs hield Wizard Complete

Setup ha hed instaling RalilLl [ OF Your computer.
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6. Then, please open Network Explorer to start installation

@ Windaws Media Center

ihl Wirsdevs, Uimate Extias
u Windows Media Player
E'J Windews Phota Gallery

&J‘ Winduws Live Messenger Download

]ar:] Windews DVD Maker

Windows Meetin ace
.| g%

B0 Windows Updaze
-

L3

Then you will find USB Server icon as shown

DOC NO: AN-2007-003 -7 -
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¥ ) Network

By Organize ~ 5= Views

Fa
E
E.
e
e
&

Folders

Name Category

avorite Links

o
Documents !||ﬁ USE Server

| Pictures

Music
Recently Changed
Searches

Public

’-&f DTMUSERX64-PC
% |

| 42 || search A

Metwork location

lk{ CHIAVM-PC
T

Workgroup

Double-click or right-click on the USB Server icon and select Install

G_(j):: |"£T:' b Metwork - |41~| |__.S'earrh Fe |
‘ Organize v g= Views _F'_'tti Network and Sharing Center™ 35 Adda printer »»
EsisinaLinks Namee Category Workgroup Metwaork location

7 o |
El Reutpents :Fl USE Server @l Install PE
E’. Pictures .

@ Music q |' View device webpage
[ Recently Changed o | i Create Shortcut
E Searches
. Properties
J Public
Folders ~
= USE Server Categories: Other Devices
"; Metwork lecation: Network 2

If you do not see the device icon, please see step 3. Else, please skip to step 4.
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7. If you do not see the Network Video icon, the possible reason could be that the Network
Discovery has been turned off, and some device might not be visible.

[F=5[Ee )
i JU |‘2‘ » Metwork » - | 5 | | Search 2|
‘ Organize ~ .i Views '~ EIE_ Network and Sharing Center '*_._je Add 3 printer ' Add a wireless device i
File sharing is turned off. Some network computers and devices might not be visible, Click to change... X
Eavorte Binks Name Category Workgroup Metwork location
R wcirps ”A;‘ NA-12510F7060D4 'A' NA-3CF40A4F3DE0
E Pictures e e
E;“ Music & |
& Recently Changed :k" CHIBYMERC
Searches
) Public
Folders ~
!s—- 3 items
To turn on network discovery, please click on the message
==
A,
Ou' |l.-.1“ b Network » - | 3 | | Search o

‘ Orga;ﬂze e ...‘;’.iew; - _Emr"_i I;..fetwnrk and Sf:larl'ng C'.enter :n" ﬂdd a pr?ﬁter I‘i‘ ﬁud’da wf‘r-e.ll;ezsldev.?ce

File sharing is turned off. Some netwerk computers and devices might net be visible. Click to change..,

Erarita B hine Category Waorkgroup Metwork] E‘ Turn on network discovery and file sharing

. —t — Help about network discovery
[El Documents '&' NA-12510F7060DA ‘_*.‘ NA
B Pictures . .

Open Metwork and Sharing Center
P 4

E}' Music = i .

[# Recently Changed - CHAEPE

@ Searches

; Public

Folders ~

- 3 items
&

And then select Turn on network discovery and file sharing.
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ChiaVM

n you will be prompted by the UAC to allow the installation:

- e
(I & » Network »

g Wy Organze ~ 37 Views + o Install 053 Network and Sharing Center 1o Add 2 printer i Add a wireless device

Computer File sharing is turned off. Some network computers and devices might not be visible. Click to change...

Name Category  Workgroup  Network location

B Docusiit Computer (3)

B Pictures AL- e .

=50 ==

| MA-12510F7060DA

4 L NA-OCF40A4F3D80
===
Storage (1)

WD Rally Metwork USB
oy Storage-33330b

Folders ~

WD Rally Network USB Storage-33330b Categories: Storage

Metwork location: Network 2

b
‘e % Network

Click on the circled system tab to see this prompt:

User Account Control
ndows needs your per

If you started this action, continue.

DI 1 PnPX Device Association

Microsoft Windows

User Account Contrel helps stop unauthorized changes to your computer.

Please click on Continue to go on.

™

@ O 439 PM
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Favorite Links
[E| Documents

B Pictures

B Music

[5 Recently Changed
B searches

) Public

~

| Name Category

SanDisk U3 Cruzer

=” Micro-000038

l&j CHIAVM-PC
w CHIA-ACER
l&[ NA-OCFA0A4F3D80

Workgroup

Network location

o]

l! USB Server
@ BEAR
1&] DTMUSER-ZQ4ZFIU

— USB Server
j
|

Categories: Other Devices
Network location: Network 2

Installing device driver software
Click here for status,

Favorite Links
[E| Documents

B Pictures

B Music

(5 Recently Changed
BB Searches

) Public

| Name Category

3 Micro-000038

@ CHIAVM-PC
}M CHIA-ACER

Workgroup

_ SanDisk U3 Cruzer

@ NA-GCFADA4FIDE0

Network location

=

J! USE Server
w BEAR
1&] DTMUSER-ZQ4ZFIU

USB Server

Categories: Other Devices
Network location: Network 2

Elite Silicon PnPX Server Device >
Device driver software installed successfully.
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9. Then, please refresh Network Explorer by pressing F5 on your keyboard, you would see
_the USB Server Icon changes and the USB device could now be connected:

E=s[EcE <"
OQ|£"’ ¥ Network » v|4¢||559rch 2|

By Organize ~ 32 Views = ?:-: Metwork and Sharing Center et Add a printer >

e P ey Mame Category Workgroup MNetwork location

!Ei Documents !ki BEAR !*}l CHIA-ACER

[E Pictures bt b

&} Music z ] . |

@& Recently Changed &A CHIAVM-PC JL&I DTMUSER-ZQ4ZFIU
if,Ef Searches - J.

| Public io USB Server '* NA-GCF40A4F3080

- SanDisk U3 Cruzer

‘;:;'::f \ View device webpage |
Folders ~
sanDisk U3 Cruzer Micro Create Shortcut
E '_“-3?# Properties f

Windows XP
Rally Technology is not available on either Windows XP. To install the USB Server

program, please double click the USB Server setup file. A dialog box should pop up to
prompt you to choose desired installing language. There are two choices: English and
Traditional Chinese.

Choose Setup Language 3

g Select the language for thiz inztallation from the choices below.

[Englsh [United States) v|

[ ] ] [ Cancel ]

After choosing the language, click on OK. The InstallationShield Wizard will start

automatically.
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PhoenixInstall - InstallShield Wizard

Welcome to the InstallShield Wizard For
Phoenixlnstall

The InstallShield Wizard will install Phoenixingtall on pour
computer. To continue, click Mest.

Please follow the instructions of the wizard to complete the installation process.

DOC NO: AN-2007-003 -13 -
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Running Program

Windows Vista

1. When an external storage device is connected to the USB Server, the storage icon will
appear on the Network Explorer.

L) [ » Network » - | 42 ]| search Pl

By Organize ~ 3= Views ~ ﬁ Metwork and Sharing Center s Add 3 printer

Name Category Workgroup Metwork location

Favorite Links

[/ Documents I.Q USE Server "*.’ CHIAVM-PC
E' Pictures - .
@ Music | ;
L | i . SanDisk U3 Cruzer
% Recently Changed ;&' e Cj” Micro-00000a
E Searches
. Public
Folders ~
SanDisk U3 Cruzer Micro-00000a Categones: Storage
— Metwork location: Network 2
Right click on the storage device icon and click on Connect option.
=1 io8 %)
A \“\...) |Q‘ » Metwork v | +5 | | Search P |
Wy Organize ~ o2 Views ~ :‘mtz: Metwork'and Sharing Center ?“—': Add 5 printer W Add awireless device @
o e Name' Category Workgroup Metwork location
i Documents lQ! USB Server ‘kf CHIAVM-PC
E Pictures o
B Music . | DTMUSERYEL-PC . SanDisk U3 Cruzer
(% Recently Changed ol S : -
. . View device webpage
E Searches
| - Piibilic Connect
Create Shortcut
Properties
Folders »~
SanDisk U3 Cruzer Micro-00000a Categories: Storage
— Network location: Network 2

Once connected, you can use the device as if it is connected to your PC’s USB port.
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Windows XP
To start the USB Server program, please double click the shortcut icon of the USB

Server.exe file the installation program installed for you on the Desktop. You can also
go to the folder in which you chose to install the program and double click on the USB
Server.exe file to run the program.

Main Dialog Box
£ PhoenixBridge?2 E]@I

File Wiew Help

E Ei EPS0M E-150 (192 168 2 181)
EFS0ON PFicturehate 100
ij Inventec AT1-202 (192.168.2.154)
= E] Iventec AZ4-401 (192.168.2.185)
LISBE DISK Fro

The main dialog box of USB Server is shown above. This is what you would see at
program start up. It is consisted of a Control Menu (File, View and Help), a tree view, a
button of “Search” to get the current EST1868 USB Servers and devices in the network,
and a button that toggles between “Config.” and “Connect” depending on the node you
select on the tree view. It toggles to “Config.” when a server is selected on the tree view
and to “Connect” when a device is selected. The tree view displays the all the EST1868

USB Servers and devices your PC has access to.

DOC NO: AN-2007-003 -15-
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Note: You will be allowed to set an alias name for each of the servers on for easy recognition. The
alias name with its IP address will be displayed on the tree view. The way to set alias name will be

described in the “Config.” section below.
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Status of EST USB Servers and Devices

The tree view also tells you the status of all the EST USB Servers and devices that are
accessible to you. An EST USB Servers is either accessible or inaccessible. An
inaccessible server is either disconnected from the network, powered off or suffers other
technical difficulties that prevent it from being accessed by your PC. Inaccessible server

will not show up on the tree view.

However, the devices have several kinds of status:

Ready

# PhoenixBridge2
File Miew Help

ER= |EFSOM E-150 (192.168.2.181)
EFSOMN Picturebdate 100
] Inventec 411-202 (192 165.2.154)
= 1 Inventec A24-401 (192.168.2.185)
LIZEB OISk Pro

Search Config

DOC NO: AN-2007-003 -17 -
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Each status is represented by an icon of different color. A device with “Ready” status is
indicated by a square green icon as shown in the picture above. This green icon
indicates that the device is unoccupied and ready to be connected.

Occupied by Yourself

& PhoenixBridgze?
File ¥iew Help

= E EFSOME-150(192.168.2.1581)

EFPSOM Picturebdate 100

E Inventec A11-202 (192 168.2.154)

S E Inventec AZ24-4071 (192.168.2.185)
: LISE DISK Pro

Search Disconnect

When you are “Connected” to a device, the green icon turns into an orange icon to

signify the establishment of the connection.

DOC NO: AN-2007-003 -18 -
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Occupied By Other User

# PhoenixBridge2?
File View Help

= E] EPSOM E-150 (192.168.2.181)
[ EPSOM Picturehdate 100
1 Inventec A11-202 (192.168.2.154)
= ] Inventec AZ24-401 (192.168.2.185)
B USE DISK Pro

Search

The red icon indicates the device is occupied by another user and you are prohibited to
connect to that device.

DOC NO: AN-2007-003 -19 -
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Self Occupied with Error

# PhoenixBridge2
File Miew Help

ER= |EFSOM E-150 (192.168.2.181)
g EFSON Picturebdate 100
1 Inventec 411-202 (192.168.2.154)
= B Inventec A24-401 (192.168.2.185)
[ LISE DISK Pro

Search

Config

When an error happens on the device you are connected to, you will see a small

exclamation mark appears at the right lower corner of the icon as show above. This

error could be a paper-out error if you are trying to print with a printer that has just run

out of paper.

DOC NO: AN-2007-003
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Occupied by Others with Error

# PhoenixBridge?
File Miew Help

ER= |EFSOR E-150 (192.168.2.181)
| EPSON Picturetdate 100
1 Inventec 411-202 (192.168.2.154)
= B Inventec AZ4-401 (192.168.2.185)
e USE DISK Pro

Search Config

When you see this red-with-exclamation icon, it signifies that a problem occurs on the
device that is occupied by another user. This problem could be out of ink, out of paper

or paper jam, etc.

DOC NO: AN-2007-003 -21-
REV: v.0.9.1047



EST USB Server User Manual

Free with Error

# PhoenixBridge2
File Miew Help

ER= |EFSOr E-150 (192.168.2.181)
| | EPSON Picturebdate 100
= Inventec A11-202 (192.168.2.154)
= £ Inventec A24-401 (192 168.2.185)
' USE DISK Pro

Search Config

A green icon with exclamation mark indicates that this device is not connected by
anyone but does have some type of problem such as out of ink. It is recommended that

you get this problem resolved before connecting to it.

DOC NO: AN-2007-003 -22 -
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Unsupported Device

Some of the devices are not supported by our EST USB server. Such device will be

identified red cross as shown:

# PhoenixBridge2

File Wiew Help

ER= |EFSOM E-150 (192.168.2.181)

[ 1 EPSON Picturetate 100
1 Inventec £411-202 (192.168.2.154)
= 1 Inventec A24-401 (192.168.2.185)
*x USE DISK Pro

Search

Config

Of course, connecting to an unsupported device is not allowed.
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Device On Different Segment

® PhoenixBridge? [=]EX]
File Miew Help

= ] PIXPORT-0005E5 (192.166.4.156)
I EUFFALO USEZ.0-DE Bridge Adapter

search ‘ ‘ Config

Blue icon indicates that the server’s IP address is on a different network segment as

from yours. You can NOT connect to a device attached to such server.
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Accessing a Device

5 PhoenixBrid ze?
File View Help

- A EPSOM E-150(192.168.2.181)

YEPSOM Picturetdate 100

1 Inventec A411-202 (192.168.2.154)

= B Inventec A24-401 (192.168.2.185)
. LUSE DISK Pro

Search

Connect

The EST USB Server allows you to share the resources, such as scanning function, of a

multi-functional printer over the network. To use a multi-function printer connected to a

server, you must first establish a connection to the printer. You can utilize the printer

you want to use by using the OS built-in printer management application on your PC. To

connect to a printer, please select the target printer on the tree view and click on

“Connect” button, or the “Connect” option on the right-click menu, to establish the

connection. When you see the green icon turns red, it means you are successfully

connected and are ready to work. You can now bring up the corresponding control

DOC NO: AN-2007-003
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applications of the printer to perform the desired tasks. You may also connect to a
device by double clicking it on the tree view.
If you select a connected device on the Ul, you can see that the Connect button is

changed to Disconnect:

& PhoenixBridgze?
File ¥iew Help

= E EFSOME-150(192.168.2.1581)

EFPSOM Picturebdate 100

E Inventec A11-202 (192 168.2.154)

S E Inventec AZ24-4071 (192.168.2.185)
El LISE DISK Pro

Search Disconnect

Clicking on the button disconnects you from the selected device. Once you see the icon

turns green, the device has been completely disconnected.

At the first time you connect to a device, you will be prompted to install the driver for
EST USB server:

DOC NO: AN-2007-003 - 26 -
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Fnum;luhllew-I:I.an.:lware.wi.zan.:l

Welcome to the Found New
Hardware Wizard

Wwindows will search for cument and updated software by
looking on your computer, on the hardware ingtallation CO, or on
the “Windows pdate ‘Web site [with vour permizsion].

FAead our privacy policy

Can "Windows connect to Windows Update to search for
zoftware?

) Yes, thiz time only
(3 ez, now and every time | connect a device
(&) Mo, nat thiz time

Click, Mest to continue.

[ et ][ Caticel ]

Please select “No, not this time” when you see this prompt and then click on “Next”

button, which should bring you to this next prompt:

Fnunu.:lul'«l.ew-lll.nn—.'lwnre ﬁiznfﬂ ’

Thiz wizard helps you install software for;

EST Server

-} If your hardware came with an ingtallation CD
=2 or floppy disk. insert it now.

What do you want the wizard to do?

) Install the software automatically [Fecommended)
{1 Inztall from a list or zpecific location [gdvanced)

Click Mest to continue.

¢ Back " Meut > ][ Cancel

DOC NO: AN-2007-003 - 27 -
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Please choose “Install the software automatically” option and then click on “Next” button
to start installation. If you already have the drivers installed on the PC, then the
installation will complete by itself. Otherwise, you will be prompted to provide the path to

the driver on your PC:

- iy AT o
~GLUNO NeW hnaraware Wiz

Pleasze wait while the wizard inzstalls the zoftware...

Files Needed

%)
s The file 'EST_HC.svz' on Elite Silicon Tech. S
e file _HC.zps" on Elite Silicon Tech. Server

Device Inztallation Dizk #1 iz needed.
Cancel

Type the path where the file iz located, and then click
QK.

Copy files from:

iu::'m:h:n:uments and settings"-.userl"sdesktu:up'x_est_E v| [ Browse...

Click on “OK” to continue with the installation once you have provided the path to the

driver. The driver will then install automatically if the path is correct and you should see

this:

DOC NO: AN-2007-003 -28 -
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. Fn_und New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard haz finizhed installing the zoftware for;

; "a-;“xl EST Server

Click. Finish to close the wizard.

Click on “Finish” to complete the driver installation.

Please note that you will have to do this once and once only for each EST USB Server
you add to your network.

Note: If the driver is not loaded successfully, the device will not function properly and you will not
be able to use the devices connected to the servers. Therefore, if you are to provide the path to

the driver yourself, please make sure you provide the correct path.
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Server Configuration

& PhoenixBridge?
File Miew Help

ER= |EFSOM E-150 (192.168.2.181)
EFS0M Picturebate 100
H1 Inventec A11-202 (192.168.2.154)
= B Inventec AZ4-401 (192.168.2.185)
" USE DISK Pro

Search Config

We allow the users to configure the settings of the EST USB Servers via the web-based
Ul. Select the target server on the tree view and then click on the “Config.” button or
right click on the server and select “Config” option on menu to bring up this configuration
Ul

Your default web browser will pop up and take you into the web-based configuration Ul
of the server.

DOC NO: AN-2007-003 -30 -
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2 INVENTEC A14 - Microsoft Internet Explorer.

File Edit ‘“iew Favoites Tools Help
@ Back ~ "J @ @ {b /':j Search kﬂ'{Fa\rnntes € Ejv “i_gF ] - |_J ﬂ 5, 3
Address IQ Wity /4192, 168.2. 197/ v| Go Googler

Leading the Evofution in

Miniaturized Server Design
L

Status Information
i [Printer Server ‘ |
iINVENTEC A1 !Manufacturer IEDT1000‘192.100.2.19?
iServer Uptime !O days, 0 hours, 58 minutes, 8 seconds.
\JetFlash TS128MIE2A |Onling Ready
USE 2 0 Storage Device |Onling Ready
USB 2.0 Flash Disk |Online Ready

This is the main page of the configuration Ul. You can see the important information
about the EST USB Server and the device(s) connected to.
If you are connected to a server with occupied device, which it is occupied by you or not,

you will also see it:

Leading the Evolution in

Miniaturized Server Design
=

. )
Status Information 5
LY
|
~ ServerName  Manufacturer  Model IP Address .
— Printer Server ! )
‘CeIIVLSJon EVB Ihaaei !EST‘ISUD 192.165.2.252
|Server Uptirne: |0 days, 9 hours, 47 minutes, 56 seconds.
\JetFlash TS128MIF 24 Busy [Reach ‘est-ibrm
DOC NO: AN-2007-003 -31-
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There are two links at the right-hand side. Clicking on “Status” brings you back to this

page, and clicking on the “Server” link takes you to the server configuration page as
shown below.

2} INVENTEC A14 - Microsoft Internet Explorer
File Edit “iew Favorites Tools Help

Qo - © @G| Psowen Feroon @3- % @ - U B

fcdress | €] hitp://192.168.2.197/04, himl v| B 5o Google-|

Leading the Evolution in

Miniaturized Server Design
Fa

Network Settings

Server MName INVENTEC A14
P Address 1192.168 2197
Subnet Mask 1255.255.255.0
Gateway 1921682 1
DHCP |Enable

Server Details fConfigure Ietwiork
Server Reset [Eactory Default
Change Password Upload Firmare

This page displays the current network setting of the server and provides links to the
pages where you can perform special actions:

NOTE: A Server with busy device(s) connected is prohibited to be configured to prevent

interruption of any on-going tasks. If you try to configure such server, you will see this message
this message.
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Leading the Evolution in

Miniaturized Server Design

Server Name  [ESTI |

EIPAddress §|192 l|-_|168 2 ||eee |_

Status
Server

%ISubnetMask !255 _|__-|-255 _H255 I_|D -|'_

!_DefauItGateway;?lQ? | 168 |.2 .|1 |

Microsoft Internet Explorer

Warning: Devices are currently busy.
Configuring this server while devices are busy is not recommended.
You may crash the connected PC.

"

Server Details:

This link takes you to the page that contains detailed information of the server as shown

below:
2} INVENTEC A14 - Microsoft Internet Explorer

File Edit “iew Favorites Tools Help

eBack - J @ @ ih /:\' Search {:{Favurites @ E:_)' h} B - _,J ﬁ ﬁ
fcdress €] hitp-/A132.168.2.197/17 himl v|E) oo Google-|

Leading the Evolution in

Miniaturized Server Design
ras

Server Hardware

\Manufacturer \Printer Server Manufacturer

Model [EsT1800

Hardware Version w200

Firrmware Yersion w2170

MAC 14556 4b.41.31.34

Ethernet Link hMode 100N/ Half Duplex

USB Host Made High Speed

Server Uptime |0 days, 1 hours, 16 minutes, 29 seconds.

Server Reset:

Clicking on this link takes you the page show below:
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2} INVENTEC A14 - Microsoft Internet Explorer
File Edit “iew Favorites Tools Help

@Back Ml @ @ :h /':\' Search *Favnrites @ [3‘ :,\; o - _'I ﬂ -ﬁ

deress | @] http://192 1B8.2.197/11 htr v|Bco  Google-|

Leading the Evolution in

Miniaturized Server Design

s

|

Fassword | |L‘Mandatory“

With the “Reset Server” button you can reboot the server. However, if there is a
password, you must enter it for this function to work. Password is by default blank. So,
unless a password is explicitly set, you do not have to enter anything for the reset

function to work.

Change Password:

Clicking on this link takes you to the password update page below:

2} INVENTEC A14 - Microsoft Internet Explorer
File Edit “iew Favorites Tools Help

@Back R > @ @ :h /:\' Search \;n:{Favuntes @ [1\' s:; ] - _'I ﬁ ‘3

Address I@ http: /#1592 168.2. 19708 html v‘ o Google~ \

Leading the Evolution in

Miniaturized Server Design

s

[cunrentpassword | [ FMandatory'
. MNew Password |: 7
.Confirm Fassword |

[Ezn

Status

To change the password, you must enter current password, input new password and re-

input new password for confirmation and then click on “Submit”. If you are setting the
password for the first time, you don’t have to provide current password.
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Network Configuration:

Clicking on this link takes you to the network configuration page:

File Edit “iew Favorites Tools Help

@Back pi > ) |ﬂ @ ‘h f\' Search \_i\L(Favuntes {‘} [-A" -:; ] - _] ﬂ ‘3

pddhecs | ] hitp:£192.1B8.2.19710 html v Bl Googler

Leading the Evolution in

Miniaturized Server Design

s~

Status

[Server Name | INVENTEC ‘
IP Address fiigz .|._"}.168 ||2 |'_!197 |
|Subnet Mask "|';'255 |1255 |'_-!-255 ||D | -
Default Gateway-Ei-IQE -|_.}"168 ||2 ||1 |
DHCP ET

Password . j%;hf‘landatory* -
| [somit][cex ] '

You can change the network setting according to your need. However, please note that

if you would like to give this server a static IP, please disable the DHCP option. Once

you are done, please click on the “Submit” button and reboot the server.

Factory Default:
Clicking on this link takes you the page where you can restore the server’s settings back

to default:
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2} INVENTEC A14 - Microsoft Internet Explorer
File Edit “iew Favorites Tools Help

@Back Ml @ @ :h /':\' Search *Favnrites @ [3‘ :,\; o - _'I ﬂ -ﬁ

deress | @] http://192 168.2.197/18 htr v|Bco  Google-|

Leading the Evolution in

Miniaturized Server Design

s

Fassword | |L‘Mandatory“
|

Again, the password is not necessary if no password is set. Just leave the field empty
and click on the “Factory Default” button to restore the settings.

Upload Firmware:
This link takes to the page where you will be able to upload the latest firmware for the

server:

2} INVENTEC A14 - Microsoft Internet Explorer
File Edit “iew Favorites Tools Help

@Back Ml @ @ :h /:\' Search *Favnrites @ [_?_' :,\; B - _'I ﬁ -ﬁ

Aderess | @] http://192.168.2.197/14 htr v|Ece  Googlex|

Leading the Evolution in

Miniaturized Server Design

s

Password kMandatory*

Image to Upload | | | Browse.. ]

Please first click on the “Browse” button to browse to the firmware you would like to
upload and then click on the “Submit” button to update the firmware. You do not need to
provide a password for this operation if there is not password set. Please just leave it
blank.
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Another way to configure the server is via the configuration dialog of PB2. To bring up

the configuration dialog, please RIGHT-CLICK on the server you would like to configure,

® PhoenixBridge? M=
File View Help

[E|ES1668 USE Servepasssaswan gy 1 51)

Search | ‘ Config

And select the “Setting” option. If a protective password has been set, this option brings

up this dialog:
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© PhoenixBridge2

® Authentication

FPassword:

=1 PIXPORT-0005E5 (192.168.1.156)

| Submit

Cancel

search

Config

If you see this dialog box, then it means a password has been set. In order to access

the configuration window, you must enter the correct password and click on “Submit”

button.

If the correct password has been entered, you should see this following dialog box:
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%)

® Server Setting

Metwork Settings
Sapsar Mame:  |FFORT-0005E5

[“]DHCP

IF Address:

Subnet:

Set Cancel

Backup Firrmware

Update Firmware

Change Password

Feset Serser

As you can see, this dialog box comes with many functions and some of these functions

are similar to that you see on the web pages.

Set Sever Name and IP Address

First thing you would see is the text filed for you to change the server name and IP
address. You may have noticed the “DHCP” checkbox. When this checkbox is checked,
the fields for you to enter IP address grays out. That is because checking this box
meaning you want the server to get IP automatically like your PC does, so the IP
address fields grays out. If you are a seasoned network device user and you would like
to set the IP address by yourself, simply Uncheck this checkbox:
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® Server Setting

X

Metwark Setftings

Sapsar Mame:  |FFORT-0005E5

IF Address: 182 . 163 . 1 . 15k

Subnet: T A |

Set | | Cancel

Backup Firrmware

Update Firmware

Change Password

Feset Serser

And you will be able to enter a Fixed IP address for your server. Once you have entered
the new server name and IP address, click on “Set” button to finalize the new setting.

The “Cancel” button exits this dialog box without doing any thing.

NOTE: You can apply this function to a server under different network segment.

DOC NO: AN-2007-003 -40 -
REV: v.0.9.1047



EST USB Server User Manual

Backup Firmware

Backup firmware function is a fail-save mechanism for the Update Firmware function.
You can backup the current firmware of your server and save it on your PC in case you
updated the latest firmware and want to revert back for some reasons.

Click on the “Backup Firmware” button and you should see this dialog box:

Server Name:  |ES1868 USB Server-000003

¥ DHCP

IP Address:

® Backup Flash

Backup File : C:\Program Files\Elite SilicontPhoenixBridge2t 20070831

l Backup Flash J

I Update Flash

|
I Change Password ]
|

I Feset Server

“Browse” button allows you to choose where on your PC you would like to save the
backed-up firmware. Once the save location is set, click on “Submit” to start backing up.

“Cancel” button exits this dialog box without doing anything.
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Update Firmware

Clicking on the “Update Firmware” button brings up this dialog box:

® Update Flash

Lpdate File |

Serset Mame:

DHCP

IF Address:

ES1868 USE Server-000003

Cancel

Briourse

Backup Flash

Update Flash

Change Passward

Feset Serser

Clicking on “Browse” to choose the latest firmware your vender provided and then click

on the “Submit” to start updating. “Cancel” button exits this dialog box without doing

anything.
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Change Password
This function allows you to change the current password or set a new password if none

has been set. Click on the button to bring up this dialog:

Server Name:  |ES1868 USE Server-000003

DHCP

IF Address:

& Change Password

New Passward: |

Canfirm Mew Password:

Submit Cancel

Backup Flash

Update Flash

Change Password

Beset Server

Enter the password you want to set and enter it again for confirmation, then press

“Submit” button to finalize it.

Reset Server
This button reboots the server. Please note that this function will not work if the server

you attempt to reset has a device connected to it and the device is occupied by a user.
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Polling Interval

The USB Server program periodically polls your network to find out the status of all the
connected servers and devices. Any change on the status of servers and devices will be
updated to the tree view in the main dialog box. The default setting is that the program
would perform this polling every 30 seconds. To change this polling interval, click on the

File -> Settings -> Polling Interval option on the control menu:

) PhoenixBrid ge?

IZIEN View  Help
Polling Intereal L
Cnit Languages k English
- SUNCEICIUNEN  Ssischar
1 Inventec A11-202 (192 reseree
= =] Inventec AZ4-401 (192 168.2.185)
USE DISK Pro
Search Config

Then you should see this dialog box pops up:
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= =1 EPSON E-150{192.168.2.181)
[ 1 EPSON Picturebdats 100
= Inventec A11-202 (192.168.2.154)
= B Inventec A24-401 (192.168.2.185)
& USE DISK Pro

Polling Interval

- Confiquration -

2 Seconds

0 zeconds do noting .

20 seconds is minimum walue.

Subrnit Cancel ‘

Search

Config

You can set 1 — 60 on the “minute" basis or 1 — 24 on the “hour” basis. Click on Submit

to allow the new interval taking effect.

Language

USB Server now supports two languages: English and Traditional Chinese. To toggle

between the languages, please go to File -> Settings -> Languages option and select

the desired language.
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# PhoenixBridgze?
IZIEN View  Help

Polling Interval |
Cruit Languages ¥ English '
T T T EF SO FICTIOET Srigchmr
1 Inventec A11-202 (192 rese e
= = Inventec AZ4-401 (192.168.2.185)
LUSE DISK Pro
Search

Config

If you choose to change the language of the Ul to Traditional Chinese, you can see that

the options on the control menu, as well as the sub-options, all become Traditional

Chinese.

Search

When you are in need of knowing the status of all the servers and devices immediately,

use the Search function:
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# PhoenixBridge2
File Wiew Help

ER= |EFSOM E-150 (192.168.2.181)
EFS0OMN Picturebate 100
1 Inventec A11-202 (192.168.2.154)
= = Inventec A24-401 (192.168.2.185)
[ USE DISK Fro

Search

Config

Clicking on the “Search” button triggers the program to immediately poll the network for

the status of all the servers and devices. The result will be updated to the tree view.

View

The tree view in the main dialog has two display modes: “Servers and Devices” mode

and “Devices Only” mode. The default setting is “Devices Only” mode. You can toggle

between these two display modes with the View option on the control menu:
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&5 PhoenixBrid ge?
File BGTES Help
| v Bervers And Devices

Devices Only 168.2.181)
rrersorrercmretdate 100
= Inventec A11-202 (192 168.2.154)

= B Inventec A24-401 (192.168.2.185)

—

] USEDISKPmo

Search

Config

The example above displays the “Servers and Devices” mode. If change it to “Devices

Only” mode, the tree view would look like this where only the USB devices are

displayed:
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# PhoenixBridze?
File View Help

LSB DISK Fro

Search

|| EPSON PictureMate 100 (192.168.2 181)

(192.166.2.185)

Connect

Please note that your setting for the tree view will be saved when exiting the program.

The next time you launch the program, the tree view will display in the same mode as

you configure it the last time.

Device Detalils

When you right click on a device on the tree view, a menu will pop up:
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£ PhoenixBrid ze2
File ¥iew Help

= =1 EPSOMN E-150(192.168.2.181)

] Inventec A Dl | o 51 54
= ] Inventec A24-401 {192.168.2.185)
] canon MP450

Search

When you select the “Details” options, some detailed information about the selected

server/device respectively will be displayed in another pop-up dialog box.
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EPSON PictureMate 100

Status
status Busy
Occupied by Mame ; [tlaptap

Oceoupied by 1P 192.168.2.155

Details
hManufacturer : EFSOM
Model : Ficturekdate 100

Queue Marne : hao4z208t

Help

There are two functions under the Help option:
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£ PhoenixBridze?
File Wiew BRG]

= E.I_nyentecﬁﬂ—-’-lm (192.168.2.1858)
| Elite Silicon USE Speaker

Search

| tdotorola Inc. kdotorola Fhone (W3)

Config

Clicking on “Documentation” brings up this user manual. Clicking on “About” brings up a

dialog box with legal and other relative information displayed:
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PhoenixBridge2
Yerzion 1.0.0.8 . December-11-2006

PSSk DLL
Yerzion 1.0.0.7 , December-6-2006

Copyright (C) 2006 Elite Silicon Technaology Inc.
All rights rezerved.

hitp ffhananee elitezilicon. com

Technical Support

If you have any questions that the Troubleshooting section failed to address, please visit
our website at www.elitesilicon.com for further help. We have Technical Support

working non-stop in order to provide the best support we can for our customers.
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FAQ

Q. How come I don’t see any USB servers on the GUI after installing it?

Ans.:
Besides the obvious reason that your PC or the USB Server might not be

connected to the network correctly, using a personal firewall on your PC might
block the program from accessing the network. Please make sure your
firewall/anti-virus software is not blocking USB Server application.

Q. How come | can’t see any USB device on the USB Server GUI?

Ans.:
First of all, of course, check and if your USB device has been correctly connected

to the USB server and powered on.

Another possible reason is that, even though the USB server does support USB
hub, the combination of a Full Speed Hub with a Low Speed Device (such as
mouse, keyboard, etc), is NOT supported.

Q. How do | check the driver version?

Ans.: Please go to your C:\WINDOWS\system32\drivers folder and find
EST_Bus.sys and EST_HC.sys files. Please right click on either one of the file
and select “Properties” option. On the pop-up dialog box, you will see 4 tabs.

Please click on the “Version” take and the version number is shown at the very
top:
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EST_Bus.sys Properties

_ General | Wersion |Seu:urit_l,l Surnmnary

File werzion:

Description: - EST Bus Enurmeratar

Copyright: Copyright[C] Elite Silicon Technology [hz. 2005-

Other verzion infarmation

[tern name; Walue:

I:h:nrn At | Elite: Silicon Technology Inc.
File Werzion
Internal Mame
Language

Original File name
Praduct Mame
Product Werzion

Ok, l [ Cancel Apph
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